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NOTES

I SIGN POST ANCHORS SHALL NOT BE PERFORATED EXCEPT FOR ONE ' ROUND HOLE
ON ALL FOUR SIDES AT THE UPPER END OF THE SECTIONS.

2. BOTTOM OF ANCHOR POST SHALL BE KEPT OPEN SO MOISTURE CAN DRAIN INTO GROUND.

3. TYPE E-1 AND E-2 SIGN POSTS ARE INTENDED FOR SINGLE POST INSTALLATIONS ONLY.

4. [F SOLID ROCK [S ENCOUNTERED, A HOLE MAY BE DRILLED TO A MINIMUM DEPTH
AS SPECIFIED BELOW, THEN THE SIGN POST ANCHOR AND ANCHOR SLEEVE SHALL BE

GROUTED IN.

TYPE E-I
TYPE E-2

MIN, DEPTH
I'-6*
21_01

5. TYPE E-1POST ANCHOR SLEEVES SHALL BE INSTALLED SO THAT THE HOLES WILL
ALIGN AND THE TOP BE FLUSH WITH THE SIGN POST ANCHOR.

6. ALL INSTALLATIONS SHALL HAVE 8'SQUARE CONCRETE FOUNDATIONS OR BE GROUTED

INTO SOLID ROCK.
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